
THE BENEFITS OF 
ACCULOCK™ S 
CONSUMABLES

Welding downtime? Rework headaches? Bernard™ AccuLock™ S consumables tackle common 
issues like wire feeding problems and liner length errors - while making your contact tips last 
longer. Less hassle. More weld time.

Less tip changes. Less troubleshooting. 
More products out the door.

 1300 300 884 
WELDING.COM.AU

Note: The AccuLock™ S consumables system requires the use of all the following 
AccuLock™ MIG welding consumables and components: contact tip, gas diffuser, 
nozzle, liner, neck insulator, power pin and power pin cap.

AccuLock™ S consumables are compatible with:
– IronPro™ FCAW self-shielding gun series.

– Error-proof liner trimming every time - no measuring required.
– Match the color of the power pin cap washer and liner 

shrink wrap to prevent errors.
– The liner is locked and aligned at the front and back 

of the gun to provide a flawless wire feed path.

Reduce Errors

Increase Productivity

Product Compatibility

Longer Contact Tip Life

– Flawless wire-feed path - front load liners are locked  
and concentrically aligned to both the contact tip and  
the power pin to ensure optimised wire feeding.

– Eliminates welding liner misalignment and gaps 
from your troubleshooting list.

2-3x Longer Contact Tip Life:
– Optimised wire feeding reduces tip wear.
– 60% of the tip is shielded from the weld heat inside the diffuser.
– The shielding gas actively cools the contact tip tail.
Superior Electrical Connection:
– Mating tapers on both the tip-to-diffuser and  

diffuser-to-neck connection for good electrical conductivity.
Built Tough:
– The steel retaining ring on the diffuser locks the threaded  

nozzle securely in place.
– Coarse thread on contact tip seeds tip replacement.



 1300 300 884 
WELDING.COM.AU

IRONPRO™ GUN  
BREAKDOWN &  
PART NUMBERS

All parts numbers suit IronPro™ 350 & IronPro™ 450 unless otherwise noted.

*TRIGGER CABLE 
ADAPTER
BESCL1N

CORD WITH BUTT 
CONNECTORS

BE1810053
Rear Pod, Low Profile

CAP 
PLUG

BE2950001

POWER 
PIN CAP

BE214-332
Miller®

REAR LOAD 
LINER

BELD8A-15
IronPro™

POWER PIN 
ASSEMBLIES

BE2200137 
Miller®

BE214 
*TWECO®

BE417-64 
Quick Connect 
Block – Miller 

to Euro
BE1880259E 

Euro Kit
BE2200363 

*Lincoln
*Power Pin Requires 

Trigger Cable 
Adapter BESCL1N

SCREW 
COVER

BE1620004
Hex Head

HAND 
DETAIL

BE1620004
“Tough Gun” 
Dark Black

SCREW

BE411-3MP
M5x12mm 
Hex Head

ADAPTER 
DETAIL

BE414-400
Universal

POWER PIN 
INSULATOR

BE414-400-20

 SHORT 
HANDLE
BE410S

TIP 
INSULATION
BENS-AFLX
Composite

BENS-AFLX-HD 
Armored

SHORT NECK 
ASSEMBLY
BE1370270

Gasless,  
30cm-45° “Q” 

AccuLock™

HEAT 
SHIELD

BE1760013
Universal 

“Q” - Neck 
Adaptor

“Q” - NECK 
ADAPTOR ASSEMBLY

BE1680085U
Universal

SCREW

BE411-3MP
M5x12mm 
Hex Head

SWITCH

BE411-2

JUMP 
LINER

BEQJL-LD8  
IronPro™ 2.4mm

LONG NECK 
ASSEMBLY
BE1370271

Gasless,  
30cm-60° “Q” 

AccuLock™

CONTACT TIPS

BET-A045CH-10 1.2mm (10 Pk)
BET-A062CH-10 1.6mm (10 Pk)
BET-A072CH-10 1.8mm (10 Pk)
BET-A078CH-10 2.0mm (10 Pk)
BET-A094CH-10 2.4mm (10 Pk)

BET-A045CH-100 1.2mm (100 Pk)
BET-A062CH-100 1.6mm (100 Pk)
BET-A072CH-100 1.8mm (100 Pk)
BET-A078CH-100 2.0mm (100 Pk)
BET-A094CH-100 2.4mm (100 Pk)

AccuLock S ‘T’ Series (9mm Outer 
Diameter) for IronProTM 350A & 450A


