
XR-ALUMAFEED® 
SUITCASE WIRE 
FEEDER

Delivers premium 
feeding performance.

P/N: MR301567

MIG WELDING SYSTEM FOR 
ALUMINUM WELDING DC

For details, refer to 
Miller's True Blue 
Warranty Statement. 

– Impact-resistant.
– Flame-retardant.
– Suitcase-style feeder.
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PROCESSES

HEAVY INDUSTRIAL APPLICATIONS

Boat, Ship and Yacht Building Recreational Vehicles Trucks and Trailers Sign Manufacturers

Emergency Vehicles

XR-ALUMAFEED SUITCASE SPECIFICATIONS (Subject to change without notice.)

POWER SOURCE COMPATIBILITY FOR XR-ALUMAFEED® 
SUITCASE WIRE FEEDER

Aluminum MIG (GMAW) Aluminum Pulsed MIG (GMAW-P) Aluminum Synergic Pulsed MIG

Input 
Power

Input Welding 
Circuit Rating

Wire Feed 
Speed

Wire Type and 
Diameter Capacity

Maximum Spool 
Size Capacity Dimensions

Net 
Weight

24 VAC,
5 A, 
50/60 Hz

400 A at 100% 
duty cycle
System duty cycle is 
limited to gun rating

1.3-22.9 m/min. Aluminum 0.9-1.6mm 
Solid Wire 0.9-1.2mm 
Drive roll kit 268850 
required to run 
1.6mm wire

305mm 394mm 
229mm 
533mm

14.1 kg

Power 
Source

Pulse 
Capable

Synergic 
Pulsed MIG

Profile Pulse 
Capability

Electronic 
Inductance/SharpArc® Compatibility

XMT® 350 and 450 MPa Yes Yes Yes Yes Best

XMT® 350 and 450 CC/CV Yes No No Yes Better
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PROFILE PULSE™ 

Achieve “stacked dime” weld bead 
appearance without back-stepping.

ADVANCED TRIGGER
Provides “trigger interlock” 
capability and the ability to control 
the amount of time spent in the 
arc start and arc crater steps.

BRIGHT DIGITAL DISPLAYS
Easy to read, and display voltage 
or arc length and wire feed speed 
or amperage. They also have 
indicators for start and crater, 
setup, schedule select and 
advanced trigger operations.
Two-knob, three-button panel 
layout makes it simple to change 
parameters and reduces 
training time.

TRIGGER SCHEDULE 
SELECT (SCHD)
Allows the operator to select the 
alternative schedule by quickly 
tapping the gun trigger when not 
welding. Useful when switching 
between two welding parameters 
is needed.

SETUP GUIDE
On inner panel of feeder has quick 
tips to get your system up and 
running quickly. Also provides a 
good reference that won’t get 
misplaced like an owner’s manual.

IMPACT-RESISTANT, 
FLAME-RETARDANT CASE
Provides strength and durability, 
while protecting components and 
welding wire from moisture, dust 
and other contaminants.


